PERMA-VAULT
THROUGH THE DOOR/WALL DEPOSITORY

Features:
» Heavy gauge steel construction
» Chute is designed as part of the safe and cannot be removed; measures 5-

12" x 1" MADE IN USA
» Chute opening for easy insertion of cash, checks, or keys without opening
> Anti-fish baffle deters removal of contents
» Pre-drilled anchor bolt holes permits bolting and mounting to any structurally
sound surface
MODEL DESCRIPTION OUTSIDE DIMENSIONS | WEIGHT
Through the w all depository. Medeco high security lock with two (2)
PRO-903-M keys. Black enamel finish. 14-1/2" x 10" x 8" 24 Ibs.
PRO-COV-903 | Optional cover plate to finish exterior w all opening for PRO-903-M 6" x 10" (flap 2" x 6") 4 Ibs.
PRO-CH-9031 |Optional extension chute for installation through interior w all stud. 5-3/4" x 5-7/16" 4 Ibs.
PRO-CH-9032 |Optional extension chute for installation through exterior w all. 10" x 5-7/16" 8 Ibs.

Limiting exposed deposits helps prevent:

> External Loss
» Internal Loss
» Deposit Variance
> Register Stripping

The instant you deposit cash, checks and
receipts through the convenient cash slot,
Perma-Vault is on guard, helping to protect
you against robbery and employee theft.

Perma-Vault can be placed in a convenient
location wherever cash, checks, or receipts are
handled.

Keys removable only in locked position.
Custom key control systems tailored to your
specifications: master keyed, keyed alike, or
keyed different.

PRO-903-M

Perma-Vault with the “anti-fish” baffle makes an affordable, safe, and convenient
depository for interim storage of cash and checks.
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